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Cabinet Frame
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Z o n e  4  R a te d  C a b in e t F r a m e

P a rt N o . D e s c rip tio n
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CTC3-3036-Z4-B 30W x 36D x 83H ZONE 4 CABINET FRAME 30 36 83 44

D e s c rip tio n P a rt N o .
C a b in e t S iz e  

(In c h e s )
H e ig h t 

(In c h e s )
LEXAN WINDOWED DOOR WITH 3 POINT LOCK CTC3-30-013P-Z4-B 30” W 83

SOLID DOOR WITH 3 POINT LOCK CTC3-30-063P-Z4-B 30” W 83

LOUVERED DOOR WITH 3 POINT LOCK CTC3-30-083P-Z4-B 30” W 83
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SOLID SIDE PANEL CTC3-36-11Z4-B 36” D 83
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Required Items for Zone 4 Frame

View of bottom half 
inside door, showing
3 point lock 
mechanism 

Standard Dimensions
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Seismic Zone 4 
Cabinet Frame

•  Frame constructed of rugged 13GA steel
•  Each frame has gussets welded in 8 places for added strength 
•  Fully welded for rigidity
•  83” tall cabinet, with up to 44 U-Space of vertical capacity
•  Third party certified for Zone 4 requirements
•  Requires specific doors and sides panels for Zone 4 requirements
•  Doors must be equipped with 3 point locks, see pictures on next 
   page
•  Side panels bolt to frame in 4 places
•  Includes provisioning for 4 ground lugs (1 supplied)
•  Cabinet frame must bolt to floor

Product Features
Zone 4 rated cabinet frames support the CableTalk 
products:
•  Cover plates
•  Mounting angles
•  Shelves
•  Cable Management System (“CMS”)
•  Power solutions
•  Cooling fans

Options

Structure

•  Durable black textured powder paint finish
Finish

CTC3-3036-Z4-B shown with 
solid side panels

36"

83"

30"

A

Z4 FRAME

Z4 SIDE PANEL

SIDE PANEL
CAM LOCK

SIDE PANELS 
ARE BOLTED IN
TO FRAME IN 
4 PLACES PER 
PANEL

Z4 FRAME PROVIDES
PROVISIONING
FOR 3 POINT LOCK 
AS WELL AS 3
HINGE LOCATIONS

DETAIL A
SCALE1:4

GUSSETS WELDED IN PLACE
TO ADD STRENGTH REQUIRED FOR
Z4, 8 PLACES PER FRAME
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