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Louvered Cabinet Door

Finish
•  Durable black textured powder paint finish

Structure
•  Fabricated of 16 GA (0.060”) steel
•  Welded corners for added rigidity
•  Reversible louver plates for top or bottom mount positions. 
   Louver plate comes standard in bottom mount position, solid 
   plate in top mount position
•  Large, 3” stamped louvers
•  Comes standard with flush-mounted locking handle, other 
   options available
•  Reversible right and left-hand swing with replacement hinges 
   (Hinge, ML06)
•  Recessed doors mount flush with frame

Note: Unless otherwise specified, all doors ship from factory 
left-hand swing. Consult manufacturer for details/ instructions to 
reverse.

Product Features

•  Security options include:
      - Standard locking flush-mounted handles
      - Push Button Locks
      - Dial Combination / key lock
      - Electronic Access Control Locks
•  Optional louver filter kit (CTC-DF-50-AL)

Note: All of our cabinets are fully customizable. If desired options 
are not listed, speak with your CableTalk distribution partner

Options

CTC3-30-08-B
Louvers shown in top mount position 

CT
Louvers shown in bottom mount position 
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(in c h e s )
CTC3-24-08-B Flush-mounted Louvered door 83

CTC3-24-082-B Push-Button Louvered door 83

3 0 ” W id th lo u v e r e d d o o r
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H e ig h t

(in c h e s )
CTC3-30-08-B Flush-mounted Louvered door 83

CTC3-30-082-B Push-Button Louvered door 83
CTC3-30-083P-B 3 Point Louvered door 83

CTC3-30-083PH-B 3 Point w/ hasp Louvered door 83

Standard Dimensions

Product Features 
Finish 
• Durable black textured powder paint finish

Structure 
• Fabricated of 16 GA (0.060”) steel
• Welded corners for added rigidity
• Reversible louver plates for top or bottom mount positions.
   Louver plate comes standard in bottom mount position, 

solid plate in top mount position
• Large, 3” stamped louvers 
• Comes standard with flush-mounted locking handle, other
   options available 
• Reversible right and left-hand swing with replacement hinge
   (Hinge, ML06)
• Recessed doors mount flush with frame 

Note: Unless otherwise specified, all doors ship from factory 
left-hand swing. Consult CableTalk for details/instructions
to reverse. 

Options 
•  Security options include: 

- Standard locking flush-mounted handles
- Push Button Locks

• Optional louver filter kit (CTC-DF-50-AL)

Note: All of our cabinets are fully customizable. If desired
options are not listed, speak with your CableTalk represen-
tative.

Standard Dimensions 
24” Width louvered door 

Part No. Lock Type Door Style 
Cabinet 
Height 

(Inches) 

CTC3-24-08-B Flush-mounted Louvered door 

CTC3-24-082-B Push-Button Louvered door 83 

30” Width louvered door 

Part No. Lock Type Door Style 
Cabinet 
Height 

(Inches) 

Flush-mounted Louvered door 83

CTC3-30-082-B Push-Button Louvered door 83 

CTC3-30-083P-B 3 Point Louvered door 83

CTC3-30-083PH-B 3 point w/ hasp Louvered door 

LOUVERED 
CABINET DOOR 
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CTC3-30-08-B
Louvers shown in bottom mount 
position

CTC3-30-08-B 

83

83
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